
 

                            

      OMEGADUR GLOSS             Ref 3066 DEC 2020(Revision December 6, 2020)         

  

        DESCRIBTION 

          Two-component, high solid acrylic aliphatic polyurethane finish  

 

PRINCIPALS CHARACTERSTICS  

 Finish coat for (anti- corrosive)coating systems on steel and concrete structures in atmospheric exposure 

conditions  

 Good UV resistance 

 Excellent color and gloss retention  

 Good impact and abrasion resistance 

 Long pot life at elevated temperatures 

 Resistant to splash and spillage of mild chemicals and solvents 

 High elasticity 

 

COLOR AND GLOSS LEVEL 

 Various  colors 

 gloss 

 

BASIC DATA AT 20°C (68°F) 

Data for mixed product 

Number of component  two 

Mass density 1.3 kg/l  

Volume solid 58 %   ±2 

Recommended dry film thickness 50 – 75 µm  

Theoretical spreading rate 11m²/l for 50 µm 

Dry to touch 1 hours 

Over coating interval Minimum:12hours 

Maximum: Unlimited 

Full cure after 7days 

Shelf life Base: at least 24 months when stored cool& dry 

Hardener: at least 24 months when stored cool& dry 
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Recommended substrate conditions and temperatures 

Substrate condition 

 Previous coat (epoxy or poly urethane)must be dry and free from any contaminations 

 Previous coat :surface should be  sufficiently roughened if necessary  

 

Substrate temperatures and application conditions  

 Substrate temperature during application and curing should be above 5°C(41°F) & not exceed 150°C(302°F) for 

limited colors. 

 Relative humidity during application and curing should not exceed 85%. 

Instruction for use 

Mixing ratio by volume base to hardener 100:13 

 Temperature of the mixed base and hardener preferably above 15°C(59°F) 

 Adding too much thinner results in reduced  sag  resistance 

 Thinner should be added after mixing the components 

 

Induction time 

Non 

Pot life 

5hours @20°C  

Air spray 

Recommended thinner  
Thinner no 21 

Volume of thinner 

5 to 10% depending on required thickness and application conditions 

Nozzle orifice 

1 – 1.5 mm 

Nozzle pressure 

0.3 – 0.4 MPA 

 
          

 

          PAGE 2/4 

 

 



 

 

   OMEGADUR GLOSS             Ref 3066 DEC 2020(Revision December 6, 2020) 

 

 

Airless spray 

 

Recommended thinner  
Thinner no 21 

Volume of thinner 

0 to 10% depending on required thickness and application conditions 

Nozzle orifice 

0.33 – 0.38 mm 

Nozzle pressure 

20 MPA 

 

Brush/roller 

 

Recommended thinner  
Thinner no 21 

Volume of thinner 

0 – 5 

Cleaning thinner 

Thinner No 50    
                                                 
ADDITIONAL DATA  

Spreading rate and film thickness 

DFT  Theoretical spreading rate 

50 µm  11m² 

60 µm  9.6 m² 

75 µm  7.73 m² 
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Curing time for DFT up to 125 µm (5 mils) 

Substrate temperature  Dry to touch Dry to handle Full cure 

20°C (68°F) 1 hours 8 hours 8 days 

40°C (104°F) 30minutes 4 hours 3 days 

 

Pot life at application viscosity 

Mixed product temperature Pot life 

20°C  5 hours 

40°C  2 hours 

 

SAFETY PRECAUTIONS 

 This is a solvent- borne paint and care should be taken to avoid inhalation of spray mist or vapor, as well as 

contact between the wet paint and exposed skin or eye 
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