
 

 

   

 

     

DESCRIBTION 

 Finish coat based on modified alkyd resins, used as a flat finish, compliance with Egypt 

organization and standardization No 794/2008. 

 

PRINCIPALS CHARACTERSTICS  

• For interior and exterior use 

• Good color retention properties 

• Good covering and hiding capacity. 

• Particularly suitable for concrete 

• Good weather resistant 

• Washable and scrubable 

• Good flow and drying properties 

• Easy to apply 

 

COLOR AND GLOSS LEVEL 

• White & Black (other color  available on request ) 

• Flat 

 

BASIC DATA AT 20°C (68°F) 

 Product Properties 

Number of component One 

Mass density 1.45 kg/l  

Volume solid 54 ±2 % 

Recommended dry film thickness 35  µm (1.4Mils) per coat  

Theoretical spreading rate 15 m²/l for 35 µm 

Dry to touch 2 hours 

Over coating interval Minimum:12 hours 
Maximum: Unlimited 

Full cure after 7days 

Shelf life  24 months when stored cool and dry 

Flash point 39°c 
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Recommended substrate conditions and temperature 

Substrate condition 

• Surface must be dry and free from any contamination 

Substrate temperature 

• Substrate temperature during application and curing should be above 5°c(41°F) 

• Substrate temperature during application and curing should be at least 3°c(5°F) 

above dew point 

 

Instruction for use 

• Finish or under coat in alkyd systems 

Note: Alkyd based finishes have tendency to yellow in situations 

where direct day light is excluded.it is more apparent with white and 

light colors but it is not determinately to the protective properties of 

the product 

Air spray 

Recommended thinner                         Thinner no 5 

Volume of thinner     5 to 10%  

Nozzle orifice     2 - 3 mm  

Nozzle pressure    3 – 4 bar (approx40-60 p.s.i) 

Airless spray 

Recommended thinner                         Thinner no 5 

Volume of thinner     0 to 5% depending on required thickness 

Nozzle orifice     0.38-0.48mm (approx. 0.015-0.019in) 

Nozzle pressure    80-20 bar (approx.; 1100-1700p.s.i) 
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Brush/Roller 

Recommended thinner    Thinner no 5 

Volume of thinner    0 – 5% 

Cleaning thinner 

Thinner No 5   

 

 
                                           

SAFETY PRECAUTIONS 

• This is a solvent- borne paint and care should be taken to avoid inhalation of spray 

mist or vapor, as well as contact between the wet paint and exposed skin or eye. 
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